L-865 Medium Intensity Xenon Flashing Obstruction Light

For Explosive Environments
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Model FA-250EX320

This medium intensity, omni directional, aircraft obstruction light is designed to operate in explosive environments.  It complies with FAA L-865 and ICAO Medium Intensity Type A. The light consists of a 320 mm precision molded fresnel lens mounted on Zone 1 EEx d enclosure.  The lantern contains a single xenon flash tube rated for two years life mounted inside an ATEX certified Zone 1 transparent enclosure. Unit also has CSA Special Approval for Class 1, Division 2 Hazardous Areas.  The FA-250EX320 controller may be located remotely from the flash head.  It provides flash control, photocell input (auto, forced on, forced off), synchronization terminal and monitoring via form C contacts.

FA-250EX320 BEACON SPECIFICATIONS

	INTENSITY LEVEL
	MEDIUM

	HORIZONTAL COVERAGE
	360°

	VERTICAL BEAM
	3° MINIMUM

	FRESNEL OPTICS
	320MM LENS

	LAMP DESCRIPTION
	XENON FLASHTUBE

	EFFECTIVE CANDELAS (DAY)
	20,000 ± 25%

	EFFECTIVE CANDELAS (NIGHT)
	2,000 ± 25%

	NUMBER OF FLASHES/MINUTE
	40 DAY / 40 NIGHT

	FLASHHEAD DIMENSIONS
	17” x 17-17 ½” (43.2 cm x 44.5 cm)

	FLASHHEAD MATERIAL
	ACRYLIC

	FLASHHEAD BASE MATERIAL
	ALUMINUM

	POWER REQUIREMENTS
	120 V/240 V 50-60Hz AC or 24 VDC

	WEIGHT
	35 lbs. (16 Kg)

	OPERATING TEMPERATURE 
	-55°F TO +55°C

	MAX/PEAK amps
	11

	WATTAGE
	DAY MODE       110 WATTS

WHITE NIGHT MODE   35 WATTS


CONTROLLER SPECIFICATIONS

	LIGHTING PROTECTION
	MOVs ISOLATION TRANSFORMER

	ALARMS
	FORM “C”, POWER FAIL, PHOTOCELL & STROBE FAIL

	SERVICE-RELATED FEATURES
	MODULAR CONSTRUCTION, TECHNICAL SUPPORT, TRAINING CLASS, SERVICE CONTRACTS AND SYSTEM INSTALLATION 

	OTHER EQUIPMENT NEEDED
	CABLE OR CONDUIT LIGHTING KIT

	MEETS FAA
	AC-150/5345-43E

	APPLICATIONS
	TOWERS, CHIMNEYS, COOLING TOWERS, OIL AND GAS FACILITIES AND REFINERIES

	ENCLOSURE
	NEMA 4X (standard) or Zone 1 EEx d IIB

	WEIGHT
	45 lbs. (20.3 kg)

	DIMENSIONS (H x W x D)
	18” x 16” x 9 ½” (45.7 cm x 40.6 cm x 23.5 cm)


