FA-249 Explosion Proof Series
Rated for Class I Division 1 Group C&D

(1) Model FA-243/EX-101, Single Slave Lantern Assem-
bly, maximum input voltage, 13 VDC; maximum 3.2 amp
12 volt lamps.

(2) Model FA-243/EX-102, Single Master Lantern Assem-
bly, equipped with the APF-247P Regulated Flasher and
photocell for daylight control. Maximum input
voltage,16 VDG, maximum 3.2 amp 12 volt lamps.

[3) Model FA-249/EX-103, Single Slave Lantern Assem-

bly, eguipped with the FA-253 Power Relay, maximum o

input voltage, 16 VDC; maximum 3.2 amp 12 volt lamps. gk |

(4] Model FA-249/EX-204, Single Master Lantern Assem- w B
bly equipped with the ADF-36P flasher rated for 120 volt .

AC input and 12 Volt DC output with photocell for day-
light control. Maximum input voltage, 120 volts AC,
50-80 HZ; maximum 3.2 amp, 12 volt lamps. e

(5] Model FA-243/EX-205, Single master lantern E.’ -
assembly equipped with the ADF-36P flasher rated for .
240 volt AC input and 12 VDC output with photocell for —
daylight control. Maximum input voltage, 240 volts AC, j
50-60 HZ; maximum 3.2 amp 12 volt lamps. |

(6] Model FA-249/EX-201, Single Xenon Lamp Lantern, :
equipped with the XFB-010 Flashing Timer, and photo- h;..-f i -
cell for daylight control. Maximum 2 amp input voltage PR e

at 18 VDC; maximum 2.0 amps. s

{7) Model FA-249/EX-301, Single Slave Lantern Assembly FA-249-EX-102 FA-249-EX-401
equipped with a transformer rated at 6 amps, 12 volt out-  Class [, Divislon 1, Group C & D Class I, Divislon 1, Group C & D
put (150 Hz. systems use 3 amp transformer). Maximum Approved by Factory Mutual Approved by Factory Mutual
input voltage, 120 or 240 VAC 50 Hz. to 250 Hz.; maxi-

mum 3.5 amp 12 volt lamps.

(8) Model FA-249/EX-303, Bi-form Slave Lantern Fixed Intensities (Candelas)
Assembly equipped with a transformer rated at 6 amp, Lamp FA-249EX
12 volt output (or two 3 amp transformers). Maximum in- -
put voltage, 120 or 240 VAC 50 Hz. to 250 Hz.; maximum C-8 Filament
3.5 amp 12 volt lamps. 6v 0.253 24
{9) Model FA-249/EX-401, Tri-form Slave Lantern Assem- 6v 0.46a 68
bly. Maximum input voltage, 16 VDC: maximum 3.5 amp Bv 0.70a 88
12 volt lamps. Bv 0.90a 100
) 12v 0.25a Eeh |
(100 Model FA-249/EX-501, Tri-form Slave Lantern 12v 0.55a 98
Assembly equipped with three (3) transformers rated at 19y 0.77a 152
4 amps, 12 volt output. Maximum input voltage, 120 or 12y 1.15a 312
240 VAC 50 Hz. to 250 Hz.; maximum 3.5 amp 12 volt 12v 2.03a a0z
lamps. 12v 3.05a 687
CC-8 Filament
12v 0.5a 154
12v 1.0a 432
12v 2.0a 875
12v 3.0a 1170

MNete: For red lens multiply above by 0.30
For green lens multiply above by 0.32
For yellow lens multiply above by 0.68

@ Automatic Power Inc

Tachnical Modifications Reserved Without Prior Nobice Post Office Box 23078 » Houston, Texas 77223 « (713) 228-5208 Telex: T6-2653 « Fax (T13) 226-3717

6393.0142-94






