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IECEx Certificate 
of Conformity 

INTERNATIONAL ELECTROTECHNICAL COMMISSION 
IEC Certification Scheme for Explosive Atmospheres 

for rules and details of the IECElC Scheme visit www .iecex.com 

Certificate No.: 

Status: 

Date of Issue: 

Applicant: 

Electrical Apparatus: 
Optional accesSOty: 

Type of Protection: 

Marking: 

{ IECclC ITS 10.0041X 

2010-09-30 

Pharos Marine Ltd 
6 Steynlng Way 
Hounslow 
Middlesex 
TW46DL 
United Kingdom 

FA-165EX Range 

Flameproof 

Ex d liB TS Tamb -40C to +55C Gb* 
Tamb -20C to +55C Gb* 
• dependant on model 

Approved tor issue on behalf of the IECEx 
Certification Body: 

P Moss 

issue No.:O 

Page 1 of3 

Position: Certification Officer 

@h..p Signature: 
(for printed version) 

Date: 

1. This certificate and schedule may only be reproduced In full. 
2. This certificate is not transferable and remains the property or the issuing body. 

( Certificate historY,: d 

3. The Status and authenticity of this certificate may be verified by visiting the Official iECEx Website. 

Certificate issued by: 
lntertek Testing & Certification Limited 

ITS House, Cleeve Road, 
Leatherhead, 

Surrey, KT22 7SB 
United Kingdom 

lntertek 
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Certificate No.: 

Date of Issue: 

Manufacturer. 

Manufacturing locatlon(s): 

IECEx Certificate 
of Conformity 

IECEx ITS 10.0041X 

2010·09·30 

Pharos Marine Ltd 
6 Steynlng Way 
Hounslow 
Middlesex 
TW4 6DL 
United Kingdom 

Issue No.: 0 

Page 2 of3 

This certificate is issued as verifiCation that a sample{s), representative of production. was assessed and tested and 
found to comply with the IEC Standard list below and that the manufacturer's quaNty system, relating to the Ex products 
covered by this certifecate, was assessed and found to comply with the IECEx OuaNty system requirements. This 
certificate Is granted subject to the conditions as set out in IECEx Scheme Rules, IECEx 02 and Operational Documents 
as amended. 

STANDARDS: 
The electrical apparatus and any acceptable variations to it specified in the schedule of this certifiCate and the identified 
documents, was found to comply with the following standards: 

IEC 60079-0 : 2007-1 0 Explosive atmospheres· Part O:Equlpment - General requirements 
Edition: 5 
IEC 60079-1 : 2007-04 Explosive atmospheres - Part 1: Equipment protection by flameproof enclosures "d" 
Edition: 6 

This Certificate does not indicate compliance with electrical safety and performance requirements other than those 
expressly Included in the Standards listed above. 

TEST & ASSESSMENT REPORTS: 
A sample{s) of the equipment listed has successfully met the eJCaminallon and test requirements as recorded in 

Test Reoort· 

GB/IT$/ExTR10.0039/00 

Quality Assessment Reoort: 
GBIITS/OAA10.0017100 
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Certificate No.: 

Date of Issue: 

EQUIPMENT: 

IECEx Certificate 
of Conformity 

IECEx ITS 10.0041X 

2010-09·30 Issue No.: 0 
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Schedule 

Equipment and systems covered by this C6rtificate Bte as follows: 

·f he FA-165EX is a fiameproof enclosure wi th a glass dome that can contain various lights as well as other electronic 
equlpmen t. The models covered bv this certificate are as follows: 

Model No pescription 
Max Internal Powe 

issioatlon 
A-165EX 01 J-lelldeck Perimeter Light ow 

FA·165EX02 ~vlation Obstruction Liaht ow 
A·165EX 03 ~enon Li!lht OW 
A· 165EX 04 Helideck Status Li!lht Repeater 140W 
A·165EX 05 ~pot Light i40W 

FA-165EX06 Wireless Svnchronization Unll ow 
A·165EX 07 Rectangular SpoUIQht 140W 
A· 165EX06 Flood Lig!Jt I40W 

FA-165EX 09 Multi-colour Soot Llaht ~w 
A· 165EX 10 Photocell Unit 140W 
A-165EX 11 ransformer Unit 140W 

FA· 165EX 12 Power Suoolv Unit ow 
A·165EX 13 ED Li<!ht 140W 
A·165EX 14 Directional Light 140W 

I 

I 
The enclosure cons1sts of a cast aluminium base (Type A360) Into wh1ch Is housed the hghUelectromc 1 
modules. Onto this is fitted a dome assembly which consists of a glass dome cemented Into an aluminium ring; 
housing forming a cemented flamepath. A flange ftamepath is formed between the dome assembly ring and 
the enclosure base which is then secured using six M10x1 .5 hex socket head fasteners. Cable entry is via two 
M25x1 .5threaded holes which must be fitted with suitably certified cable glands or blanking elements. Both 
internal and external earthing points are provided via M6 threaded studs with associated nuts and locking 
wa~ers. Dimensions: Ov~~ Heig_ht = _149.81m"1. B~ameter ·.~5~...:. .! 

CONDITIONS OF CERTIFICATION: YES as shown below: 

(a). Special Conditions-for safe use 
I. No modifications must be made to the flamepaths of the unit without consultation of the drawings 
listed on IECEx Ex Test Report Cover GB/ITS/ExTR10.0039/00. 
il. Temperatures could exceed 1o•c at the cable gland or ao·c at the branching point, suitably rated j 
cable must be selected. 
iii. Potential electrostatic charging hazard - clean glass dome only with a damp cloth. I 
iv. For securing glass dome cover to base use only M 1 Ox1 .5 hex socket head fasteners with yield stress 

·~450Nimm2. 
(b). Conditions For Use (Routine Tests) 
A routine overpressure test in accordance with EN 60079--1 :2007 shall be carried out on each enclosure 
(including the cemented glass dome assembly) at the following pressure and must be recorded. There shall 
.be no leakage through the cement and no deformation or damage to the enclosure: 
.For lower ambient of -20"C -10.16bar 
For lower ambient of -40"C -14.73bar 

II 

I 



lntertek lntertek Testing & 
Certification Limited 
25 Savile Row 
London W1 S 2ES 
Tel: +44 20 7396 3400 
Fax: +44 20 7396 3480 

Test Verification of Conformity 

On the basis of the tests undertaken, the sample of the below product has been found to 
comply with the requirements of the referenced specifications at the time the tests were 
carried out. 

Applicant Name & Address 

Product Tested 

Ratings and principal 
characteristics 

Model(s) 

Relevant Standard/Specification 

Verification Issuing Office Name & 
Address 

Verification/Report Number(s) 

Pharos Marine Ltd 
Steyning Way 
Hounslow 
TW46DL 
UK 

Flameproof Enclosure with Glass Dome 

Glass dome cemented to cover and then cover secured to 
base using six M10x20mm stainless steel hex head fasteners. 
Groove in flange of base fitted with o-ring. 
Base contains two M25 cable entries fitted with certified IP66 
blanking elements for test purposes. 

FA165-Ex 

EN60529:1992 
IEC60529:2001 Ed 2.1 

IP66 

lntertek Testing & Certification Limited 
Deeside Lane, Chester, CH1 600 

11055815 

NOTE : This verification is part of the full test report(s) and should be read in conjunction with it. 

This Verification is for the exclusive use of lntertek's Client and is provided pursuant to the agreement between lntertek and its Client. lntertek's 
responsibility and liabil ity are limited to the terms and conditions of the agreement. lntertek assumes no liability to any party, other than to the Client in 
accordance with the agreement, for any loss, expense or damage occasioned by the use of this Verification. Only the Client is authorized to copy or 
distribute this Verification. Any use of the lntertek name or one of its marks for the sale or advertisement of the tested material, product or service must first 
be approved in writing by lntertek. The observations and test results referenced from this Verification are relevant only to the sample tested. This 
Verification by itself does not imply that the material, product, or service is or has ever been under an I · ation program. 

Issue 2 (Inclusion of equivalent IEC standard) 
www.intertek.com 

Paul Moss 
Certification Officer 
06 September 2012 




